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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ARG-
C128-000-NC
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, no charger, version for
Argentina

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
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Technical Data

3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Argentina
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
USB cable
Screwdriver
Documentation
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-AIC-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
NEC/CEC approval

NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 1 Group ABCD T4
Class II Division 1 Group EFG T4
Class III Division 1

U.S.
Class I Zone 1 AEx ia IIC T4 Gb
Zone 21 AEx ia IIIC T135°C Db

Canada
Ex ia IIC T4 Gb
Ex ia IIIC T135°C Db

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-AIC-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
NEC/CEC approval

NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 1 Group ABCD T4
Class II Division 1 Group EFG T4
Class III Division 1

U.S.
Class I Zone 1 AEx ia IIC T4 Gb
Zone 21 AEx ia IIIC T135°C Db

Canada
Ex ia IIC T4 Gb
Ex ia IIIC T135°C Db

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-AIC-C128-COM-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< PTCRB and GCF certified
< 13 MP camera for HD video recording, high-quality images and

optimized for scanning solutions

Smart-Ex 03 CAMERA ONLY MODE, DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB,
global version

Technical Data

General specifications
Description · Camera Only - Kiosk mode limits the functionality of the Smart-Ex 03 to the use of the

camera function only.
· The phone functions at software level are deactivated and access to the phone
functions is not possible.
· Wifi is not available - deactivated in the Smart-Ex 03 camera solution.
· SIM card slots are physically present but not functional as the phone functions are
deactivated at software level.
· No hardware modifications have been made to the Smart-Ex 03 camera solution.

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Multifunction button as camera shutter
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
Ambient conditions
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Technical Data

Ambient temperature -20 ... 60 °C (-4 ... 140 °F)
Mechanical specifications

Degree of protection IP68 according to EN/IEC 60529
MIL-STD-810H

Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-AIC-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-AIC-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-AIC-C128-COM-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< PTCRB and GCF certified
< 13 MP camera for HD video recording, high-quality images and

optimized for scanning solutions

Smart-Ex 03 CAMERA ONLY MODE, DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB,
global version

Technical Data

General specifications
Description · Camera Only - Kiosk mode limits the functionality of the Smart-Ex 03 to the use of the

camera function only.
· The phone functions at software level are deactivated and access to the phone
functions is not possible.
· Wifi is not available - deactivated in the Smart-Ex 03 camera solution.
· SIM card slots are physically present but not functional as the phone functions are
deactivated at software level.
· No hardware modifications have been made to the Smart-Ex 03 camera solution.

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Multifunction button as camera shutter
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
Ambient conditions
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Technical Data

Ambient temperature -20 ... 60 °C (-4 ... 140 °F)
Mechanical specifications

Degree of protection IP68 according to EN/IEC 60529
MIL-STD-810H

Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ZAF-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, version for South Africa

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ZAF-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, 128 GB, version for South Africa

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ZAF-C128-COM-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< PTCRB and GCF certified
< 13 MP camera for HD video recording, high-quality images and

optimized for scanning solutions

Smart-Ex 03 CAMERA ONLY MODE, DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB,
version for South Africa

Technical Data

General specifications
Description · Camera Only - Kiosk mode limits the functionality of the Smart-Ex 03 to the use of the

camera function only.
· The phone functions at software level are deactivated and access to the phone
functions is not possible.
· Wifi is not available - deactivated in the Smart-Ex 03 camera solution.
· SIM card slots are physically present but not functional as the phone functions are
deactivated at software level.
· No hardware modifications have been made to the Smart-Ex 03 camera solution.

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Multifunction button as camera shutter
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
Ambient conditions
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Technical Data

Ambient temperature -20 ... 60 °C (-4 ... 140 °F)
Mechanical specifications

Degree of protection IP68 according to EN/IEC 60529
MIL-STD-810H

Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-ZAF-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, version for South Africa

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-ZAF-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, 128 GB, version for South Africa

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)

Re
le

as
e

da
te

:
20

24
-1

1-
-

20
 D

at
e 

of

Re
le

as
e 

da
te

: 2
02

4-
11

-2
0 

D
at

e 
of

 is
su

e:
 2

02
4-

11
-2

0 
Fi

le
na

m
e:

 4
80

99
4-

10
00

28
_e

ng
.p

df

Refer to "General Notes Relating to Pepperl+Fuchs Product Information".



Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-ZAF-C128-COM-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< PTCRB and GCF certified
< 13 MP camera for HD video recording, high-quality images and

optimized for scanning solutions

Smart-Ex 03 CAMERA ONLY MODE, DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB,
version for South Africa

Technical Data

General specifications
Description · Camera Only - Kiosk mode limits the functionality of the Smart-Ex 03 to the use of the

camera function only.
· The phone functions at software level are deactivated and access to the phone
functions is not possible.
· Wifi is not available - deactivated in the Smart-Ex 03 camera solution.
· SIM card slots are physically present but not functional as the phone functions are
deactivated at software level.
· No hardware modifications have been made to the Smart-Ex 03 camera solution.

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Multifunction button as camera shutter
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
Ambient conditions
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Technical Data

Ambient temperature -20 ... 60 °C (-4 ... 140 °F)
Mechanical specifications

Degree of protection IP68 according to EN/IEC 60529
MIL-STD-810H

Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

IA approval
IA certificate MASC S/24-8207X
IA marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-KOR-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, version for South Korea

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
KCC approval

KCC certificate 24-KA4BO-0673X
24-KA4BO-0672X

KCC marking Ex ia IIC T4 Gb
Ex ia IIIC T135°C Db

Approved for South Korea
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-KOR-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, 128 GB, version for South Korea

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
KCC approval

KCC certificate 24-KA4BO-0673X
24-KA4BO-0672X

KCC marking Ex ia IIC T4 Gb
Ex ia IIIC T135°C Db

Approved for South Korea
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-KOR-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, version for Japan

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

KCC approval
KCC certificate 24-KA4BO-0744X

24-KA4BO-0743X
KCC marking Ex ic IIC T4 Gc

Ex ic IIIC T135°C Dc
Approved for South Korea
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-KOR-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, 128 GB, version for South Korea

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

KCC approval
KCC certificate 24-KA4BO-0744X

24-KA4BO-0743X
KCC marking Ex ic IIC T4 Gc

Ex ic IIIC T135°C Dc
Approved for South Korea
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-BRA-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, version for Brazil

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Brazil
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-BRA-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, 128 GB, version for Brazil

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Brazil
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-BRA-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, version for Brazil

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

Approved for Brazil
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories

Smartphone SMART-EX03-DZ2-BRA-C128-000-..
Re

le
as

e 
da

te
: 2

02
4-

11
-2

0 
D

at
e 

of
 is

su
e:

 2
02

4-
11

-2
0 

Fi
le

na
m

e:
 4

80
99

4-
10

00
57

_e
ng

.p
df

2



Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-BRA-N128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, 128 GB, version for Brazil

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
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Technical Data

GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

Approved for Brazil
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ARG-
N128-000-NC
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, 128 GB, no charger, version for Argentina

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
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Technical Data

Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Argentina
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-ARG-C128-COM-
NC
< Global certificates - a common hardware platform
< Android™ 13 operating system
< PTCRB and GCF certified
< 13 MP camera for HD video recording, high-quality images and

optimized for scanning solutions

Smart-Ex 03 CAMERA ONLY MODE, DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, no
charger, version for Argentina

Technical Data

General specifications
Description · Camera Only - Kiosk mode limits the functionality of the Smart-Ex 03 to the use of the

camera function only.
· The phone functions at software level are deactivated and access to the phone
functions is not possible.
· Wifi is not available - deactivated in the Smart-Ex 03 camera solution.
· SIM card slots are physically present but not functional as the phone functions are
deactivated at software level.
· No hardware modifications have been made to the Smart-Ex 03 camera solution.

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Multifunction button as camera shutter
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
Ambient conditions
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Technical Data

Ambient temperature -20 ... 60 °C (-4 ... 140 °F)
Mechanical specifications

Degree of protection IP68 according to EN/IEC 60529
MIL-STD-810H

Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Approved for Argentina
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-ARG-
C128-000-NC
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, no charger, version for
Argentina

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz

Re
le

as
e

da
te

:
20

24
-1

1-
-

20
 D

at
e 

of

Re
le

as
e 

da
te

: 2
02

4-
11

-2
0 

D
at

e 
of

 is
su

e:
 2

02
4-

11
-2

0 
Fi

le
na

m
e:

 4
80

99
4-

10
00

67
_e

ng
.p

df



Technical Data

3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

Approved for Argentina
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-ARG-
N128-000-NC
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, 128 GB, no charger, version for Argentina

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
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Technical Data

Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

Approved for Argentina
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1MAI--C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (Mining), ATEX/IECEx, Android™, with Camera, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature 0 ... 55 °C (32 ... 131 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 100 X
ATEX marking 1 I M1 Ex ia I Ma

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0023X
IECEx marking Ex ia I Ma

UKCA approval
UKCA certificate EPS 23 UKEX 1 101 X
UKCA marking 1 I M1 Ex ia I Ma

Approved for Global
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1MZAF-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (Mining), MASC, Android™, with Camera, 128 GB, version for South Africa

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature 0 ... 55 °C (32 ... 131 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
International approvals

IECEx approval
IA approval

IA certificate MASC M/24-8208X
IA marking Ex ia I Ma

Approved for South Africa
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-MEX-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, version for Mexico

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)

Re
le

as
e

da
te

:
20

24
-1

1-
-

20
 D

at
e 

of

Re
le

as
e 

da
te

: 2
02

4-
11

-2
0 

D
at

e 
of

 is
su

e:
 2

02
4-

11
-2

0 
Fi

le
na

m
e:

 4
80

99
4-

10
00

76
_e

ng
.p

df



Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
NEC/CEC approval

NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 1 Group ABCD T4
Class II Division 1 Group EFG T4
Class III Division 1
 
U.S.
Class I Zone 1 AEx ia IIC T4 Gb
Zone 21 AEx ia IIIC T135°C Db
 
Canada
Ex ia IIC T4 Gb
Ex ia IIIC T135°C Db

Approved for Mexico
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-MEX-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, version for Mexico

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Approved for Mexico
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1-AI-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

UKCA approval
UKCA certificate EPS23 UKEX 1 095 X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Further approvals Wi-Fi CERTIFIED™

Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2-AI-C128-000-..
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera, 128 GB, global version

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160

Key Programmable push-to-talk, alarm and multifunction button
Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-Ion battery , 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
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Technical Data

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

Further approvals Wi-Fi CERTIFIED™
Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ1*
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ1 (DIV 1 and Zone 1/21), Android™, with Camera (optional), 128 GB

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera Version without camera available.

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Optional data memory
Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient

light
Indicators/operating means

Display
Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160
Brightness
Special Features Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Key Programmable push-to-talk, alarm and multifunction button

Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-ion 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard
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Technical Data

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,

B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71
5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,

n66, n71, n77, n78, n79
WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 094 X
ATEX marking 1 II 2G Ex ia IIC T4 Gb

1 II 2D Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ia IIC T4 Gb

Ex ia IIIC T135 °C Db
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Further approvals Wi-Fi CERTIFIED™
Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation
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Smartphone
Smart-Ex® 03
SMART-EX03-DZ2*
< Global certificates - a common hardware platform
< Android™ 13 operating system
< Wireless connections such as 5G NR, WWAN, Wi-Fi and

Bluetooth®
< Android™ Enterprise Recommended verified device
< GPS
< NFC technology for wireless applications
< Service contract
< Programmable hardware buttons
< Special buttons for lone worker protection (LWP) applications
< PTCRB and GCF certified
< Dual SIM (eSIM + nano-SIM)
< Google ARCore ready

Smart-Ex 03 DZ2 (DIV 2 and Zone 2/22), Android™, with Camera (optional), 128 GB

Technical Data

Hardware
Processor Qualcomm® Snapdragon QCM6490 and SDR753 platform

Full 3GPP Rel 15 support
RAM 8 GByte
Camera Version without camera available.

Front camera 5 MP
Main camera 13 MP with LED flash and phase detection autofocus

optimized for ECOM scanning solutions
Video recording resolution 1080p, 720p, 480p (main camera)

Internal data memory 128 GByte 1

Sensors Biometric, Accelerometer, Gyrometer, Magnetometer, Barometer, Proximity, Ambient
light

Indicators/operating means
Display

Touchscreen technology Capacitive multitouch
Screen diagonal 15.24 cm / 6 inch
Resolution 1080 x 2160
Special Features Can be operated while wearing gloves

Extreme shock and scratch resistant Gorilla® glass
Key Programmable push-to-talk, alarm and multifunction button

Power button with fingerprint sensor
Volume up/down

Electrical specifications
Battery type Li-ion 4400 mAh

Interface
I/O ports Charging via USB Type C + robust charging pads for charging in docking station

(accessory)
3.5 mm audio interface, supporting legacy and standard 3.5mm audio accessories and
updated PTT accessories through new, specific audio interface

Communication
Mobile standard

2G GSM: 800 / 850 / 900 / 1800 / 1900 MHz
3G WCDMA: B1, B2, B4, B5, B8 (850 / 900 / 1700 / 1900 / 2100 MHz)
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Technical Data

4G LTE: B1, B2, B3, B4, B5, B7, B8, B12, B13, B14, B17, B18, B19, B20, B25, B26, B28,
B29, B30, B34, B38, B39, B40, B41, B42, B43, B48, B53, B66, B71

5G NR: n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n25, n28, n30, n38, n40, n41, n48,
n66, n71, n77, n78, n79

WLAN 6E ready, 802.11a/b/g/n/ac/ax/e/k/r/v, support for Enterprise deployments
Bluetooth 5.2 (BLE supported)
GPS sensor GPS, GLONASS, Galileo, QZSS, BeiDou
NFC yes
SIM card Dual SIM (eSIM + nano-SIM)

Software
Operating system Android™ 13

Android™ Enterprise Recommended verified device
SMS/MMS yes

Ambient conditions
Ambient temperature -20 ... 60 °C (-4 ... 140 °F)

Mechanical specifications
Degree of protection IP68 according to EN/IEC 60529

MIL-STD-810H
Mass 400 g
Dimensions

W x H x D 84 mm x 172 mm x 18 mm / 25 mm
Data for application in connection with hazardous areas

ATEX approval
ATEX certificate EPS 23 ATEX 1 098 X
ATEX marking 1 II 3G Ex ic IIC T4 Gc

1 II 3D Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

International approvals
IECEx approval

IECEx certificate IECEx EPS 23.0021X
IECEx marking Ex ic IIC T4 Gc

Ex ic IIIC T135 °C Dc
Ta = -20 °C to +60 °C

NEC/CEC approval
NEC/CEC certificate E115956_PRJ-17072
NEC/CEC marking U.S. and Canada

Class I Division 2, Groups A, B, C, D T4
Class II Division 2 Group FG T4

U.S.
Class I Zone 2 AEx ic IIC T4 Gc
Zone 22 AEx ic IIIC T135°C Dc

Canada
Ex ic IIC T4 Gc
Ex ic IIIC T135°C Dc

Further approvals Wi-Fi CERTIFIED™
Google ARCore ready
PTCRB
GCF

General information
Note Android is a trademark of Google LLC.

1 no SD Card memory extension
Scope of delivery Smart-Ex® 03

Li-Ion battery
Charger
USB cable
Screwdriver
Documentation

Accessories
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73 93

Алматы (7273)495-231 

Ангарск (3955)60-70-56 

Архангельск (8182)63-90-72 

Астрахань (8512)99-46-04 

Барнаул (3852)73-04-60 

Белгород (4722)40-23-64 

Благовещенск (4162)22-76-07

Брянск (4832)59-03-52 

Владивосток (423)249-28-31 

Владикавказ (8672)28-90-48 

Владимир (4922)49-43-18 

Волгоград (844)278-03-48 
Вологда (8172)26-4159 

Воронеж (473)204-51-73 

Екатеринбург (343)384-55-89 

Иваново (4932)77-34-06 

Ижевск (3412)26-03-58 

Иркутск (395)279-98-46 

Казань (843)206-01-48

Калининград (4012)72-03-81

Калуга (4842)92-23-67

Кемерово (3842)65-04-62

Киров (8332)68-02-04

Коломна (4966)23-41-49

Кострома (4942)77-07-48

Краснодар (861)203-40-90 

Красноярск (391)204-63-61

Курск (4712)77-13-04

Курган (3522)50-90-47

Липецк (4742)52-20-81 

Магнитогорск⠀(3519)55-03-13 

Москва⠀(495)268-04-70 

Мурманск⠀(8152)59-64-93 

Набережные⠀Челны (8552)20-53-41

Нижний⠀Новгород (831)429-08-12 
Новокузнецк (3843)20-46-81 

Ноябрьск (3496)41-32-12 
Новосибирск (383)227-86-73

Сыктывкар (8212)25-95-17

Тамбов (4752)50-40-97 

Тверь (4822)63-31-35 

Тольятти (8482)63-91-07 

Томск (3822)98-41-53

Тула (4872)33-79-87 

Тюмень (3452)66-21-18 

Ульяновск (8422)24-23-59 

Улан-Удэ (3012)59-97-51 

Уфа (347)229-48-12 

Хабаровск (4212)92-98-04 

Чебоксары (8352)28-53-07 

Челябинск (351)202-03-61 

Череповец (8202)49-02-64 

Чита (3022)38-34-83 

Якутск (4112)23-90-97 

Ярославль (4852)69-52-93

По вопросам продаж и поддержки обращайтесь:

Магнитогорск (3519)55-03-13 Иваново (4932)77-34-06 

Ижевск (3412)26-03-58 

Иркутск (395)279-98-46 

Казань (843)206-01-48 

Москва (495)268-04-70 

Мурманск (8152)59-64-93 

Набережные Челны (8552)20-53-41 

Калининград (4012)72-03-81 Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 

Ноябрьск (3496)41-32-12 

Новосибирск (383)227-86-73 

Омск (3812)21-46-40 

Орел (4862)44-53-42 

Оренбург (3532)37-68-04 

Тольятти (8482)63-91-07

Томск (3822)98-41-53

Тула (4872)33-79-87

Тюмень (3452)66-21-18

Ульяновск (8422)24-23-59

Улан-Удэ (3012)59-97-51

Уфа (347)229-48-12

Хабаровск (4212)92-98-04

Чебоксары (8352)28-53-07

Челябинск (351)202-03-61

Череповец (8202)49-02-64

Чита (3022)38-34-83

Якутск (4112)23-90-97

Ярославль (4852)69-52-93

Алматы (727)345-47-04 
Ангарск (3955)60-70-56 

Архангельск (8182)63-90-72 

Астрахань (8512)99-46-04 

Барнаул (3852)73-04-60 

Белгород (4722)40-23-64 

Благовещенск (4162)22-76-07 

Брянск (4832)59-03-52 

Владивосток (423)249-28-31 

Владикавказ (8672)28-90-48 

Владимир (4922)49-43-18 

Волгоград (844)278-03-48 

Вологда (8172)26-41-59 

Воронеж (473)204-51-73 

Екатеринбург (343)384-55-89 

Калуга (4842)92-23-67 

Кемерово (3842)65-04-62 

Киров (8332)68-02-04 

Коломна (4966)23-41-49 

Кострома (4942)77-07-48 

Краснодар (861)203-40-90 

Красноярск (391)204-63-61 

Курск (4712)77-13-04 

Курган (3522)50-90-47 

Липецк (4742)52-20-81 

Пенза (8412)22-31-16 

Петрозаводск (8142)55-98-37 

Псков (8112)59-10-37 

Пермь (342)205-81-47 

Ростов-на-Дону (863)308-18-15 

Рязань (4912)46-61-64 

Самара (846)206-03-16 

Санкт-Петербург (812)309-46-40 

Саратов (845)249-38-78 

Севастополь (8692)22-31-93 

Саранск (8342)22-96-24 

Симферополь (3652)67-13-56 

Смоленск (4812)29-41-54 

Сочи (862)225-72-31 

Ставрополь (8652)20-65-13 

Сургут (3462)77-98-35 

Сыктывкар (8212)25-95-17 

Тамбов (4752)50-40-97 

Тверь (4822)63-31-35

Россия +7(495)268-04-70    Казахстан +7(727) 345-47-04   Киргизия +996(312)96-26-47

эл.почта: phb@nt-rt.ru || cайт: https://pepperl-fuchs.nt-rt.ru/

 Беларусь +(375) 257-127-884   Узбекистан +998(71)205-18-59

mailto:phb@nt-rt.ru
https://pepperl-fuchs.nt-rt.ru/

	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ARG-C128-000-NC
	Technical Data
	Technical Data
	Accessories

	480994-100000_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-AIC-C128-000-..
	Technical Data
	Technical Data
	Technical Data
	Accessories


	480994-100001_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-AIC-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100002_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-AIC-C128-COM-..
	Technical Data
	Technical Data
	Accessories


	480994-100006_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-AIC-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100007_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-AIC-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100008_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-AIC-C128-COM-..
	Technical Data
	Technical Data
	Accessories


	480994-100022_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ZAF-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100023_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ZAF-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100024_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ZAF-C128-COM-..
	Technical Data
	Technical Data
	Accessories


	480994-100027_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-ZAF-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100028_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-ZAF-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100029_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-ZAF-C128-COM-..
	Technical Data
	Technical Data
	Accessories


	480994-100032_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-KOR-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100033_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-KOR-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100037_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-KOR-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100038_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-KOR-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100052_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-BRA-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100053_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-BRA-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100057_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-BRA-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100058_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-BRA-N128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100063_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ARG-N128-000-NC
	Technical Data
	Technical Data
	Accessories


	480994-100064_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-ARG-C128-COM-NC
	Technical Data
	Technical Data
	Accessories


	480994-100067_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-ARG-C128-000-NC
	Technical Data
	Technical Data
	Accessories


	480994-100068_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-ARG-N128-000-NC
	Technical Data
	Technical Data
	Accessories


	480994-100072_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1MAI--C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100074_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1MZAF-C128-000-..
	Technical Data
	Technical Data
	Accessories


	480994-100076_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-MEX-C128-000-..
	Technical Data
	Technical Data
	Technical Data
	Accessories


	480994-100077_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-MEX-C128-000-..
	Technical Data
	Technical Data
	Accessories


	70172099_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1-AI-C128-000-..
	Technical Data
	Technical Data
	Accessories


	70172101_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2-AI-C128-000-..
	Technical Data
	Technical Data
	Accessories


	t203555_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ1*
	Technical Data
	Technical Data
	Accessories


	t218209_eng.pdf
	Smartphone
	Smart-Ex® 03
	SMART-EX03-DZ2*
	Technical Data
	Technical Data
	Accessories


	!!titul.pdf
	Без имени




